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PERFORMANCES 
 
 
Used in mechanical industries, TOPKLEANTM MC 121 has been specially 
developed for the removal of oil, grease, fingerprints on all types of materials. 
 
TOPKLEANTM MC 121 is a concentrated product formulated from polar 
oxygenated agents of very low viscosity and low odour. TOPKLEANTM MC 121 
is a highly effective cleaning agent when used with techniques such as 
spraying, immersion and ultrasound; it can be used pure in closed machines, 
under vacuum system or with products from our range, NOVEC or 
PROMOSOLV. 
 
TOPKLEANTM MC 121 is free of aromatic compounds or chlorinated 
emulsifiers and other complex chemical constituents; therefore it is less 
hazardous to health and environmentally friendly than conventional products. 
 
 

SPECIFICATIONS 
 

CHARACTERISTICS Units Methods Values 

Aspect  Visual Colorless 

Density (at 20°C) kg/m³ ASTM D 4052 770 ± 10 

Viscosity (à 25°C MPa/s ASTM D 445 1.2 
 

 
CHARACTERISTICS 
 
 

 
 

PACKAGING 
 
Packaging types of 20 l and drums of 200 l available. 
 

TYPES Units Methods Values 

Flash point (PMCC) °C ASTM D 93 ≥ 59 

Vapour pressure (at 20°C / 50°C) KPa No standard method 0,12 

Distillation interval °C ASTM D 1078 160-196 

Relative evaporation rate nBuAc=1 ASTM D 3539 0.07 

Miscibility in water   no miscible 



 
TOPKLEANTM MC 121  

STORAGE & SHELF LIFE 
 
Storage containers can be of soft steel, stainless steel or polyethylene. Please avoid contact with eyes and 
skin.  
Keep all products in closed packaging. 
Shelf life: 18 months. 
 
 

PROCESS PARAMETERS 
 
TOPKLEANTM MC 121 can be used neat in all the installations adapted to solvents. Vacuum distillation can be 
easily accomplished in closed circuits leading to low product consumption. 
 
It can also be rinsed with INVENTEC product line, 3M and PROMOSOLV.  
 

HSE 
 

TYPES Units Values 
Environmental data 
Ozone depletion potential ODP 0 

Global warming potential GWP N/A 

Toxicity 
Exposure average: 8h  VME ppm > 500 

VOC  Yes 

 
 R phrases: R 65 : Harmful: May cause lung damage if swallowed 
  R 66 : Repeated exposure may cause skin dryness or cracking 
  R 53:  May cause long-term adverse effects in the aquatic environment. 
 
 S phrases: S 23 : Do not breathe vapour, fumes and spray 
  S 24 : Avoid contact with skin 
  S 62 : If swallowed do not induce vomiting: seek medical advice immediately and show 

this container or label 
  S 33 :  Prevent the accumulation of electrostatic charges. 

  
TOPKLEANTM MC 121 can be regenerated by vacuum distillation without affecting the composition and 
properties. TOPKLEANTM MC 121 can be used over and destroyed as waste oil by specialized companies. 
For more information, contact your distributor. 
 
Under normal conditions of implementation, it can be used safely for the operator, the equipment, the 
workshop and the environment. Before using the TOPKLEANTM MC 121, read the safety data sheet. All 
appropriate security measures regarding the risk of fire and explosion must be taken. When handling or 
when there is an exposure to the product, the personal protection recommended by the MSDS must be 
taken. Typical values stated above, can not under any circumstances constitute sales specifications. 
 
TOPKLEANTM MC 121 has a very low impact on the environment and generates low emissions to the used 
temperature. It has no ozone depletion potential. 
This product, charge in residues of degreasing, can be easily recovered and sent for incineration or 
destruction. This is a summary of the environmental characteristics of TOPKLEANTM MC 121, for more 
complete information, consult the MSDS. 
 
For end of life products, please consult our service sheet Ecoprogram Solvents. 
 
 

The information contained in this product sheet is given for indicative purposes and in no way incurs the liability of 
INVENTEC. All users are liable, with respect to Administrative Authorities (regulation of facilities classified for the 
protection of the environment) for the compliance of their installation. 
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